ACCORD

OVERLAP UNDERLAP

J/IRN

COLOUR SIDE SIDELAP

8 7 N\ £ N ¢ 7 X 7 X '
f 200 120 80 35

1

PITCH
. 1000
COVER WIDTH
This section comes with mini ribs as standard, however, ribs can be omitted upon request
Imposed load (+ve)
Narrow flange in compression (Single Span)
Deflection limit L/200*
actored posed Load Po e e
g DG .
0 onditio 00 0 0 0 40 0 b0 0 80 o0 00 0 0 0 40
e 347|285 238202173150 1.23]1.02] 086072062053 - - -
0.50 4.90 DI 227 | 196 | 1.71 | 150 | 1.34 | 119 | 1.07 | 097 | 0.88 | 0.81 | 0.74 | 0.68 | 0.63 | 0.58 | 0.54
270 233204 180| 160|143 |1.29| 117|107 ]098|090|0.83|0.76 | 0.67 | 0.59
O 600|492 411 | 348| 282|228 187155130 110 [0.94| 081 071] 062|054
0.70 6.4 DI 383 (329|286 2512221198 |1.77 1160 | 145|132 121 | 111 | 1.03 | 0.95| 0.88
457|394 |343(302|267(239] 214|194 (176|161 | 147|135 118 | 1.03 | 0.90

Wind suction load (-ve)

Broad flange in compression (Single Span)
Deflection limit L/150**

of[ 390 (322271231199 | 1.73 | 1.52 | 1.27 | 1.07 | 0.91 | 0.78 | 0.68 | 0.59 | 0.51 -

0.50 4.90 Double 3.67 304 255]217 (187163 | 144|127 | 113 | 1.02)092|0.83|0.76 | 0.69 | 0.64
4591380319 | 272234204179 | 159 | 142|127 | 115 | 1.04 | 0.95| 0.86 | 0.75

of[ 6.02 498 | 418 | 3.56(3.07 268|232 193163 |139| 1.19 | 1.03 | 0.89 | 0.78 | 0.69

0.70 6.4 Double 6.34 | 524|440 | 3.75(324 282|248 | 219196 | 1.76 | 1.59 | 1.44 | 1.31 | 1.20 | 1.10
793 | 6.55| 5511469 (405|352 310 |274(245(220| 198 | 1.71 | 1.49 [ 1.30 | 1.15

1 This table has been produced for roof cladding applications. However, it can be safely used for wall cladding.
2 Safe Imposed loads factored by 1.6. Wind suction loads factored by 1.4.
Deflection limit applied to imposed loads - L/200.

Deflection limit applied to suction loads - L/150. C €
Accord recommend the use of 0.7mm gauge sheets for roof cladding

Accord Steel Cladding reserve the right to amend information without notice




