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Imposed Load (+ve)

Narrow Flange in Compression (Single Span)
Deflection Limit /200 *

Factored Imposed Loads (kN/m*)
Thickness | Waeight Span

(mm) (kg/m* | Condition
Single

0.50 4.90 Double
Multi

Single

Double
Muilti

Wind Suction Load (-ve)

Broad Flange in Compression (Single Span)
Deflection Limit /150 **

Factored Wind Suction Loads (kN/m*)
Thickness | Weight Span Span (m)
(mm) (kg/m® ’ Condition ] i 4 ] i 2.10 | 2.20
Single 483|1400| 336286246120 165(1137]1 106 |098|084]1073]1063]055
0.50 4.90 DGIGICI 540 | 446 | 3751320 276|240 21 | 187|167 | 1501351221112 1102|094
Muilti 6751 55814691399 344 300126412291 193]1164]1140| 121|106 |092] 081
7811646 542|462 399|1326|268|224|1188| 160|137} 119 | 103|090 | 080
DIV B.79 | 727 | 611 | 5201449 | 391 | 344|304 | 2712442201199 182|166 153
Muilti 10991909 | 763|650 561 |489]|1429|1373|314|267)229|198 172 151|133

Notes:
| This table has been produced for roof cladding applications. However, it can be safely used for wall cladding
2 Safe Imposed loads factored by 1.6. Wind suction loads factored by 1.4
. Deflection limit applied to imposed loads - L/200
o Deflection limit applied to suction loads - L/150
We recommend the use of 0.70mm gauge material for roof cladding c €

Accord Steel Cladding Ltd reserve the right to amend information without notice
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